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LED SMD

LED-Zierleuchte
Decorative LED fitting
Luminaire décoratif LED

APUS LED WW 23106 3000  13 aluminium gebürstet / brushed aluminum / aluminium brossé

APUS LED CW 23107 6500  15 aluminium gebürstet / brushed aluminum / aluminium brossé

APUS LED W-WW 26840 3000  13 weiß / white / blanche

APUS LED W-CW 26841 6500  15 weiß / white / blanche

TERRA LED WW 23102 3000  13 aluminium gebürstet / brushed aluminum / aluminium brossé

TERRA LED CW 23104 6500  15 aluminium gebürstet / brushed aluminum / aluminium brossé

TERRA LED W-WW 26842 3000  13 weiß / white / blanche

TERRA LED W-CW 26843 6500  15 weiß / white / blanche

LIRIA LED WW 23114 3000 13 aluminium gebürstet / brushed aluminum / aluminium brossé

LIRIA LED CW 23115 6500 15 aluminium gebürstet / brushed aluminum / aluminium brossé

LIRIA LED W-WW  26844 3000 13 weiß / white / blanche

LIRIA LED W-CW 26845 6500 15 weiß / white / blanche

DE EN FR
Gehäuse: Edelstahl poliert

Geeignet für die Montage auf normal entflammba-
ren Flächen

casing: ground stainless steel

suitable for mounting on normally flammable 
surfaces

boîtier : acier inoxydable rectifié

adapté pour un montage sur des surfaces normale-
ment inflammables


